
PIC18F2550SP

40-poliger Testsockel

220nF

20 MHz

22p 22p

10
k

10µF
33µF

680µH

BCX70

10k

4k
7

2k
2

BCX70

10k

10
k

10
0k

BCX71SMD

10
k

1nF 10k

BCX70

10
k

10
0k

BCX71SMD

10
k

1nF

10
µH

grün

1k

100nF

ICSP

1k

ge
lb

33
0R

B
ZV

55
-3

,3

BCX71SMD

10k

10
0

10k

100R

100nF

100nF

BF799

0R

100nF

BAT43WS
BAT43WS

BAT43WS

10µF

100nF

0R0R0R

100nF

22µF

0R

0R0R

100k 100k

100k

MCLR#/VPP 1

RA0/AN0 2

RA1/AN1 3

RA2/AN2 4

RA3/AN3/VREF 5

RA4/T0CKI 6

RA5/AN4 7

OSC1/CLKIN 9

OSC2/CLKOUT 10

RC0/T1OSO/T1CKI 11

RC1/T1OSI/CCP2 12

RC2/CCP1 13VUSB14

D-15 D+16

CK/TX/RC617 DT/RX/RC718

8
20

INT/RB021 RB122 RB223 RB324 RB425 RB526 RB627 RB728

19

IC1
VDD

VSS

1
2
3
4
5
6
7
8
9
10
11
12
13
14
15
16
17
18
19
2021

22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38
39
40

IC2

C1
Q1

C2 C3

R
2

C4
C5

L1

Q2

R3

R
4

R
5

Q3

R6

R
7

R
8

Q4

R
9

C6 R10

Q5R
11

R
12

Q6

R
13

C7

L2

LED1

R1

D+
D-
VBUS
GND

C8

1
2
3
4
5

SV1

R15

LE
D

2

R
16

D
3

Q7

R17

1 2
JP

1

R
14

R18

LSP1

LSP2

R19

C9

C10

LSP3

Q8

R23

C11

D5

D1

D6

C12

C13

R
20

R
21

R22

C14

C15

R
24

R
25

R
26

R27 R28

R29

GND

+

+

U
S

B

+

+

Der Jumper JP1 dient als Backup zur Aktivierung des Bootloaders.

Zur Verwendung anderer Quarze/Resonatoren siehe Handbuch.

LSP1 = Vpp

LSP2 = Uz

LSP3 = GND


